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J.W. Speaker A770 Series
3” x 5” Oval LED Work Lamp

Part No. Mount
A700G3F Speaker A700 Series Gen 3 LED Worklamp 12-48V Flood
A700G3F-1 Speaker A700 Series Gen 3 LED Worklamp 12-48V Flood w/ Switch
A700G3F-2 Speaker A700 Series Gen 3 LED Worklamp 12-48V Flood w/ Switch & PS
A700G3S Speaker A700 Series Gen 3 LED Worklamp 12-48V Spot
A700G3ST Speaker A700 Series Gen 3 LED Worklamp 12-48V Trapezoid
A700F-12V Speaker A770 Flood 12V LED Worklight
A700S-12V Speaker A770 Spot 12V LED Worklight
A700T-12V Speaker A770 Trapezoid 12V LED Worklight
770F Speaker A770 Flood 12-48V LED Worklight
770S Speaker A770 Spot 12-48V LED Worklight
770T Speaker A770 Trapezoid 12-48V LED Worklight

• 810 Raw Lumens; 700 Effective Lumens
• Available in 12V DC or 12-48V DC configurations
• Flood, Spot & Trapezoid beam patterns available
• UV-resistant polycarbonate lens
• Rugged solid state LEDs can withstand shock & vibration
• Long-lasting LEDs mean never having to replace another bulb again!
• Tough polycarbonate housing prevents rust & corrosion
• Universal mount
• Reverse voltage protected
• Lifetime limited warranty

Features and Benefits

Agriculture, construction, industrial, material handling, mining, off-road 4x4, 
railroad, specialty vehicles, truck and bus

Applications

The 770 XD improves on the high-quality electronics and engineered optics 
of the Model 700, and puts them into a much slimmer package. As with 
the rest of the XD Series, it features a polycarbonate housing and lens for 
maximum protection.

Description

Lens Polycarbonate
Beam Pattern Flood, Spot or Trapezoid
Housing Polycarbonate

Mounting Hardware (x1) 5/16-18 x 1.00 Mounting Bolt
Mounting Universal Mount
Connector Intergrated 2-Pin Deutsch Weather-Proof Socket (DT04-2P)
Mating Connector 2-Pin Deutsch Weather-Proof Plug (DT06-2S)
Voltage 12V Version / 12-48V Version
Light Source Light Emitting Diodes (LEDs)
rLumens 810Lu
eLumens 700Lu (12V Version), 690 (12-48V Version)
Operating Temperature -40 Degrees C min, 65 Degrees C max
Amps 1.0A @ 12V

Compliance
SAE J1113 (up to 8kV contact & 15kV air discharge), SAE J1455 
(4.13.1.1.1. steady state jump starts), ECE Reg. 10 CE CISPR 
(12/22), EN55022, EN12895

Ingress Protection IP67
Warranty Lifetime Limited Warranty

Tech Specs

Engineered. L ight ing. Solut ions.


